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All prices are in EURO per 1000 kg (EUR per ton)

1 Base price for S185 1.300
Ex works, freight basis Dillingen or Dunkirk

These prices apply to deliveries within the European Union Single Market and the Single European Economic Area
— in conjunction with our general conditions for delivery and payment (item 13)
and our general terms and conditions of sale  (item 14).

Heavy plate steel price list

GTS Industries SA
AG der Dillinger Huttenwerke 01.10.2008 Revision 2
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All prices are in EURO per 1000 kg (EUR per ton)

2 Upcharges by quality

+) Plus alloy and/or scrap-price upcharges/discounts valid on the day of dispatch (see item 7).

The quality upcharges shown below are listed according to range of dimensions (plate thickness). Regardless

of plate thickness, plates weighing > 25 tons are subject to the quality upcharges for the dimension range 1,

as well as a EURO 75 per ton upcharge for all steel grades. In addition, the upcharges listed under item 3.3 —

plate weights — also will be applied.

The objective inspection contained in the additional charges is shown in the different parts.

- Lot makeup necessary to meet standards and delivery conditions within a single melt (for example, per
melt and 40 tons), or the necessary number of sample sets per rolling plate (at one or both ends), are
included in the given quality upcharges.

- During a notched-bar impact test, 3 individual samples in a single sample form, temperature and direction
will be tested.

A range of possible additional requirements is listed in the various standards and delivery conditions. When
the customer has no need of these additional requirements and the order contains no corresponding
requirements, the product will be delivered according to the minimum applicable standards and delivery
conditions. Orders with additional requirements will be calculated according to our price list.

Summary of corresponding steel grades

2.1 Structural Steel

2.2 Shipbuilding steels

2.3 Steels for pressure vessel construction

2.4 Steels for case hardening and tempering and quen  ching
2.5 Steels for cold forming

2.6 Wear-resistant steels

2.7 Multiple grades

Heavy plate steel price list GTS Industries SA
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2.1 Structural Steel

21.1 Unalloyed structural steel

Steel name

S185

S235JR *)
S235JR +N
S235J0 *)
S235J0 +N
S235J2 %)
S235J2 +N

S275JR *)
S275JR +N
S275J0 *)
S275J0 +N
S275J2 %)
S275J2 +N

S355JR *)

S355JR +N

S355J0 *)

$355J0 +N

S355J2, S355J2 +N
S355K2, S355 K2 +N

E295 *)

E295 +N

E335 %)

E335 +N

E360, E360 +N

made to EN 10025-2

Steel number

1.0035

1.0038
1.0038 +N
1.0114
1.0114 +N
1.0117
1.0117 +N

1.0044
1.0044 +N
1.0143
1.0143 +N
1.0145
1.0145 +N

1.0045

1.0045 +N

1.0553

1.0553 +N
1.0577, 1.0577 +N
1.0596, 1.0596 +N

1.0050

1.0050 +N

1.0060

1.0060 +N
1.0070, 1.0070 +N

Dimension range 1

Thickness in mm

<150

<150
<150
<150
<150
<150
<150

<150
<150
<150
<150
<150
<150

<150
<150
<150
<150
<150
<130

<150
<150
<150
<150
<130

0

16
24
21
29
26
34

21
29
26
34
31
39

41
49
46
54
59
67

35
43
40
48
53

Dimension range 2
Thickness in mm

> 150

> 150
> 150
> 150
> 150
> 150
> 150

> 150
> 150
> 150
> 150
> 150
> 150

> 150
> 150
> 150
> 150
> 150
> 130

> 150
> 150
> 150
> 150
> 130

75

99
99
104
104
109
109

104
104
109
109
114
114

124
124
129
129
134
142

110
118
115
123
128

*) Delivery condition at the manufacturer’s discretion, as rolled condition being also possible (+AR).

For flanging of steel types S235..., S275... and S355... for thicknesses < 30 mm, see intem 11.

In connection with AD2000 — data sheet W1 the relevant steel grade has to be ordered with the delivery
condition +N for thicknesses > 25 mm.

By deliveries according to requirements such as AD2000 or DBS and/or ZTV (after admittance of the
EN10025-2) the additional charges for the possibly special demands on chemical composition, delivery
condition, inspections (weld bend test, US testing, notch impact test, inspection) are additionally calculated

according to price list.

Heavy plate steel price list
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According EN 10025-2, tests and certifications are included only when they are ordered.

Steel quality S185 is delivered with only a works certification according to 2.1, which must be agreed when
placing the order.

For other steels, the customer’s choice of certification, according to EN 10204, will be issued:

Either a  works certification of compliance [2.1]
or a  works test certification with chemical analysis only [2.2]
or a  works test certification with analysis of physical properties [2.2%]
or an inspection certificate [3.1%]
or an inspection certificate [3.2%]

* Charged according to item 8.

With the order of the inspection certificate 3.1 or above, each melt of all steels (except S185) will be subjected
to a tensile test. Each melt of steels in the quality class JO, J2, and K2 also will be subjected to a notched-bar
impact test.

For steels of the JR quality group the notch impact test is only carried out if it is explicitly ordered or if it is
stipulated by technical regulations such as AD2000.
(cost calculation of both tests in accordance with item 9).

21.2 Fine-grain structural steels for steel construction according to EN 10025-3
normalized/normalizing rolled
Steel name Steel number Dimension range 1 Dimension range 2

Thickness in mm Thickness in mm

Standard range
S275N 1.0490 <130 53 > 130 128
S355N 1.0545 <130 83 > 130 158
S420N 1.8902 <130 143 +) > 130 218 +)
S460N 1.8901 <130 188 +) > 130 263 +)
Low-temperature range
S275NL 1.0491 <120 73 > 120 148
S355NL 1.0546 <120 103 > 120 178
S420NL 1.8912 <120 163 +) > 120 238 +)
S460NL 1.8903 <120 208 +) > 120 283 +)
Testing included:
Tensile test and notched-bar impact test on each melt Certification : 3.1
By deliveries according to requirements of DBS, the additional charges for the possibly special demands
on chemical composition, delivery condition, inspections (weld bend test, US testing, notch impact test,
inspection) are additionally calculated according to price list.

Heavy plate steel price list GTS Industries SA
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213 Fine-grain structural steels for steel constr  uction made to EN 10025-4
thermomechanically rolled

Steel name Steel Dimension range 1 Dimension range 2 Dimension range 3
number Thickness in mm Thickness in mm Thickness in mm

Standard range

S275M 1.8818 <80 53 >80 < 100 78 > 100 128
S355M 1.8823 <80 83 >80<100 108 > 100 158
S420M 1.8825 <80 143+) >80<100 168 +) > 100 218 +)
S460M 1.8827 <80 188+) >80<100 213 +) > 100 263 +)

Low-temperature range

S275ML 1.8819 <80 73 >80 < 100 98 > 100 148
S355ML 1.8834 £ 80 103 >80<100 128 > 100 178
S420ML 1.8836 <80 163 +) >80<100 188 +) > 100 238 +)
S460ML 1.8838 <80 208 +) >80<100 233 +) > 100 283 +)

Testing included:
One tensile test and one notched-bar impact test on each melt Certification : 3.1

By deliveries according to requirements of DBS, the additional charges for the possibly special demands
on chemical composition, delivery condition, inspections (weld bend test, US testing, notch impact test,
inspection) are additionally calculated according to price list.

214 Fine-grained structural steel for steel const  ruction according to DH Material Data Sheet, brand name
DI-MC thermomechanically rolled

Standard range
DI-MC355B 1.8823 <80 83 >80 <100 108 > 100 158
DI-MC460B 1.8827 <80 188 +) >80 <100 128 +) > 100 263 +)

Low-temperature range

DI-MC355T 1.8834 <80 103 >80 < 100 128 > 100 178

DI-MC460T 1.8838 <80 208 +) >80<100 233 +) > 100 283 +)

DI-MC550 <25 255 +)

Testing included:

One tensile test and one notched-bar impact test on each melt Certification : 3.1
Heavy plate steel price list GTS Industries SA
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215

Steel name

Weather-resistant steels

S235J2W, S235J2W +N

DIWETEN 235

S355J2W, S355J2W +N

S355K2W, S355K2W +N

DIWETEN 355

Steel number

1.8961, 1.8961 +N

1.8965, 1.8965 +N

1.8967, 1.8967 +N

Dimension range 1
Thickness in mm

<100 106 +)
<100 131 +)
<100 139 +)

Testing included : Handled like the steels under item 2.1.1.

> 100

> 100

> 100

made to EN 10025-5, brand name DIWETEN according to DH specification

Dimension range 2
Thickness in mm

181 +)
206 +)

214 +)

By deliveries according to requirements of DBS and/or ZTV (after admittance of the EN10025-5), the
additional charges for the possibly special demands on chemical composition, delivery condition, inspections
(weld bend test, US testing, notch impact test, inspection) are additionally calculated according to price list.

216

High-strength, fine-grained structural steels

to DH-GTS specification,

Steel name

Low-temperature
range

S460QL
S500QL
S550QL
S620QL
S690QL
S890QL

S960QL

Special low-

Steel

number

1.8906
1.8909
1.8926
1.8927
1.8928
1.8983

1.8933

temperature range

S460QL1
S500QL1
S550QL1
S620QL1
S690QL1
S890QL1

Testing included:

1.8916
1.8984
1.8986
1.8987
1.8988
1.8925

DILLIMAX 500 T
DILLIMAX 550 T

DILLIMAX 690 T
DILLIMAX 890 T

DILLIMAX 965 T

DILLIMAX 500 E
DILLIMAX 550 E

DILLIMAX 690 E
DILLIMAX 890 E

Dimension
range 1
Thickness in mm

water quenched and tempered

One tensile test and one notched-bar impact test on each melt

Heavy plate steel price list

Dimension
range 2
Thickness inmm  Thickness in mm

<30 mm >30<65 mm
288 +) 323 +)
298 +) 333 +)
311 +) 346 +)
328 +) 363 +)
346 +) 381 +)
446 +) 481 +)
>30<50 mm
481 +) 516 +)
<30 mm >30<65 mm
313 +) 348 +)
323 +) 358 +)
336 +) 371 +)
353 +) 388 +)
371 +) 406 +)
471 +) 506 +)

made to EN 10025-6, and brand name DILLIMAX according

Dimension
range 3

>65<100 mm

473 +)
483 +)
496 +)
513 +)
531 +)
631 +)

>65<100 mm

498 +)
508 +)
521 +)
538 +)
556 +)
656 +)

Certification : 3.1

GTS Industries SA

AG der Dillinger Huttenwerke
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217 High-strength, fine-grained structural steel  , water quenched and tempered, according to
DH-GTS specification

Steel number

DILLIMAX 1100 1.8942 <30 mm 551 +)

Testing included:

One tensile test and one notched-bar impact test on each rolled plate Certification : 3.1
2.1.8 Structural steels made to ASTM standard

Steel name Dimension range 1 Dimension range 2

Thickness in mm Thickness in mm

A 36 <150 19 > 150 94

A 283 Grade C <150 17 > 150 92

A 283 Grade D <150 23 > 150 98

Testing included:

Two tensile tests on each melt Certification : 3.1
219 Structural steels in accordance with Ministere de I'Equipement CCTG F4 Tl

Applicable grade surcharges and grades
in accordance with NF EN

Grades in accordance with

NF EN 10025 and NF EN 10155 + 24 €T
Grades in accordance with NF EN 10113 + 18 €/T
Including the following testes: Certification: 3.1

One tensile and one notched-bar impact test per rolled plate

2.1.10 Structural steels in accordance with SNCF Speci  fication Attachment (Livret) 2.32 C3, 2002 edition

Applicable grade surcharges and grades
in accordance with NF EN

Grades in accordance with NF EN 10025 +7€IT

Grades in accordance with NF EN 10113 +1€T

Including the following tests:

One tensile and one notched-bar impact test per heat Cerification: 3.1
Heavy plate steel price list GTS Industries SA
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221

2.2.2

Shipbuilding steels to the rules of the Classifi

Normal-strength steels grades

o

cation Societies

The upcharges by quality shown below apply to plate thicknesses up to and including 50 mm; upcharges for
thicker plates are available on request.

A %)
B **)
D **)
E ***)

*) without verification of notched-bar impact testing

Steel number

1.0441
1.0442
1.0474
1.0476

**) with verification of notched-bar impact testing on each melt

***) - with verification of notched-bar impact testing on each rolled plate

Testing included: One tensile test on each melt; see the list of steel grades

for range of notched-bar impact test included

High-strength steel grades, thermomechanicall

y rolled

24
38
43
74

Certification : 3.2

The upcharges by quality shown below apply to plate thicknesses up to and including 80 mm; upcharges for
thicker plates are available on request.

32A, AH 32TM, A 32TM
32D, DH 32TM, D 32TM
32E, EH 32TM, E 32TM
32F, FH 32TM, F 32TM
36A, AH 36TM, A 36TM
36D, DH 36TM, D 36TM
36E, EH 36TM, E 36TM
36F, FH 36TM, F 36TM
40A, AH 40TM, A 40TM
40D, DH 40TM, D 40TM
40E, EH 40TM, E 40TM
40F, FH 40TM, F 40TM

normalised steel grades:
the same upcharges by quality as for corresponding thermomechanically rolled grades are applicable.

Steel number

**)
**)
***)
***)
**)
**)
***)
***)
**)
**)
***)

***)

1.0513
1.0514
1.0515
1.8840
1.0583
1.0584
1.0589
1.8841
1.0532
1.0534
1.0560
1.8842

Dimension range 1

Thickness in mm

<60
<60
<60
<60
<60
<60
<60
<60
<60
<60
<60
<60

**) with verification of notched-bar impact testing on each melt

***) with verification of notched-bar impact testing on each rolled plate

68
73
104
139
84
89
121
156
119
124
155
190

Testing included: One tensile test on each melt; see the list of steel grades

for range of notched-bar impact test included

Heavy plate steel price list

Dimension range 2
Thickness in mm

>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80
>60<80

98
103
134
169
114
119
151
186
149
154
185
220

Certification : 3.2

GTS Industries SA
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2.3 Steels for pressure vessel construction

23.1 Steels for simple pressure vessels made to EN 10207
Steel name Steel number Dimension range 1 Dimension range 2

Thickness in mm Thickness in mm

P235S 1.0112 <120 45 > 120 120
P265S 1.0130 <120 50 >120 125
P275SL 1.1100 <120 77 >120 152
Testing included:
One tensile test and one notched-bar impact test on each melt Certification : 3.1

2.3.2 Unalloyed and alloyed high-temperature steels made to EN 10028-2
P235GH 1.0345 <120 79 > 120 154
P265GH 1.0425 <120 84 > 120 159
P295GH 1.0481 <120 100 > 120 175
P355GH 1.0473 <120 114 > 120 189
16Mo3 1.5415 <120 205 +) > 120 280 +)
18MnMo4-5 *) 1.5414 <120 299 +) > 120 374 +)
13CrMo4-5 *) 1.7335 <120 296 +) > 120 371 +)
13CrMoSi5-5 **) 1.7336 <120 344 +) > 120 419 +)
10CrMo09-10 **) 1.7380 <120 570 +) > 120 645 +)
12CrMo09-10 1.7375 <120 691 +) > 120 766 +)
13CrMoV9-10 1.7703 < 80 on request > 80 on request
12CrMoV12-10 1.7767 < 80 on request > 80 on request
15NiCuMoNb5-6-4 *)
DIWA 373 brand 1.6368 <120 444 +) > 120 519 +)
20MnMoNi4-5
DIWA 393 brand 1.6311 <120 573 +) > 120 648 +)
*) When thicknesses > 150 mm are delivered in quenched and tempered condition as per standards,
upcharges apply according to item 11 — Heat treatment
**) When thicknesses > 100 mm are delivered in quenched and tempered condition as per standards,
upcharges apply according to item 11 — Heat treatment
Testing included:
One tensile test and one notched-bar impact test on each rolled plate Certification : 3.1
If a hot tensile test is necessary, charging according to point 9

Heavy plate steel price list GTS Industries SA

AG der Dillinger Huttenwerke 01.01.2011 Revision 1 Page 2.8



&

233

2.3.4

High-temperature steel made to DH specification

Steel name Steel number Dimension range 1
Thickness in mm

DIWA 353 1.8807 <120 414 +)

Testing included: One tensile test and one notched-bar impact test
on each rolled plate as well as one hot tensile test on each melt
Fine-grained structural steels for pressure v essels made to EN 10028-3

Steel number Dimension range 1

Steel name Thickness in mm

Standard range
P355N 1.0562 <120 100

High-temperature range

P275NH 1.0487 <120 85
P355NH 1.0565 <120 110
P460NH 1.8935 <120 220 +)

Low-temperature range

P275NL1 1.0488 <120 91
P355NL1 1.0566 <120 116
P460NL1 1.8915 <110 226 +)

Special low-temperature range

P275NL2 1.1104 <120 101
P355NL2 1.1106 <120 126
P460NL2 1.8918 <100 236 +)

Testing included:
One tensile test and notched-bar impact test on each rolled plate
Range NH: If a hot tensile test is necessary, charging according to point 9

Heavy plate steel price list

Dimension range 2
Thickness in mm

> 120 489 +)

Certification : 3.1

Dimension range 2
Thickness in mm

>120 175
> 120 160
> 120 185
> 120 295 +)
> 120 166
>120 191
>110 301 +)
> 120 176
>120 201
> 100 311 +)

Certification : 3.1

GTS Industries SA
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2.35 Non-European standard fine-grain structural s teels for pressure vessels made to VdTUV
Steel name Steel number Dimension range 1 Dimension range 2
Thickness in mm Thickness in mm

Standard range

StE255 1.0461 <120 67 > 120 142
StE315 1.0505 <120 79 >120 154
StE380 1.8900 <120 114 +) >120 189 +)
StE420 1.8902 <120 154 +) >120 229 +)

High-temperature range

WStE255 1.0462 <120 83 >120 158
WSLE315 1.0506 <120 95 > 120 170
WStE380 1.8930 <120 130 +) >120 205 +)
WStE420 1.8932 <120 170 +) >120 245 +)

Low-temperature range

TStE255 1.0463 <120 84 > 120 159
TStE315 1.0508 <120 97 > 120 172
TStE380 1.8910 <110 132 +) > 110 207 +)
TStE420 1.8912 <110 172 +) > 110 247 +)

Special low-temperature range

EStE255 1.1103 <120 99 >120 174

EStE315 1.1105 <120 111 >120 186

EStE380 1.8911 <100 146 +) > 100 221 +)

EStE420 1.8913 <100 186 +) > 100 261 +)

Testing included: One tensile test and one notched-bar impact test on each rolled plate;

for high-temperature grades one hot tensile test per melt is also performed Certification : 3.1/3.2
Heavy plate steel price list GTS Industries SA
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2.3.6 Fine-grain structural steels for tank cars/ta  nk containers

2.3.6.1 Steel grades of brand name DILLINAL according to the DH-GTS Material Data Sheet

Steel number Dimension range 1 Dimension range 2
Thickness in mm Thickness in mm

DILLINAL 460/630 N 1.8905 <10mm 252 +) >10 mm 252 +)
DILLINAL 460/630 NL 1.8915 <10 mm 347 +) > 10 mm 272 +)
If agreed 45 J according to the DH Material Data Sheet on request on request
Testing included:

One tensile test and one notched-bar impact test on each rolled plate Certification : 3.1

2.3.6.2 Fine-grained structural steels for containe  rs for transportation of hazardous goods

in accordance with NF A 36215

P265NJ2 85
P265NJ4 90
P285NJ2 108
P345NJ2 125
P345NGJ2 139
P345NGJ4 145
P400NGJ2 190 +)
P400NGJ4 216 +)
P440NJ4 254 +)
P460NJ2 238 +)

Enthaltene Prifungen :
One tensile test and one notched-bar impact test on each rolled plate
and one bending test Certification: 3.1

Note:
This standard include an ultrasonic testing according to NFA 04305 Class B (NF EN 10160 S2E3).
The price surcharges for the ultrasonic testing will be invoiced separately according to point 4.

2.3.7 Low-temperature steels made to EN 10028-4, brand name DT..,

Steel name Brand name Steel number

11MnNi5-3 DT 29 1.6212 129 +)

13MnNi6-3 DT 36 1.6217 151 +)

12Nil14 1.5637 533 +)

X12Ni5 (12Ni19) 1.5680 736 +)

X8Ni9+NT640 1.5662+NT640 on request +)

X8Ni9+QT640 1.5662+QT640 on request +)

X8Ni9+QT680 1.5662+QT680 on request +)

X7Ni9 1.5663 on request +)

Testing included:

One tensile test and one notched-bar impact test on each rolled plate Certification : 3.1
Heavy plate steel price list GTS Industries SA
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2.3.8 Low-temperature steels made to other specifications
Steel name Steel number Dimension range 1 Dimension range 2
Thickness in mm Thickness in mm
NV 2-4 1.1108 <30 mm 125 > 30 mm 150
NV 4-4 1.1109 <30 mm 151 > 30 mm 176
NV 2-4 L 1.1108 <30 mm 137 > 30 mm 162
NV 4-4 L 1.1109 <30 mm 164 > 30 mm 189
Testing included:
One tensile test and one notched-bar impact test on each rolled plate Certification : 3.2
2.3.9 Pressure vessel steels made to ASTM / ASME standa  rds
Steel name Dimension range 1 Dimension range 2
Thickness in mm Thickness in mm
A/ SA 285 Grade C <100 36 > 100 111
A/ SA 285 Grade C + S5 *) <100 42 > 100 117
A/ SA 387-11 Class 2 < 80 320 +) >80 395 +)
A/ SA 387-12 Class 2 < 80 292 +) >80 367 +)
A/ SA 387-22 Class 2 < 80 575 +) >80 650 +)
A/ SA 516 Grade 55 (380) <100 54 > 100 129
A/ SA 516 Grade 60 (415) <100 60 > 100 135
A/ SA 516 Grade 65 (450) <100 71 > 100 146
A/ SA 516 Grade 70 (485) <100 82 > 100 157
A/ SA 516 Grade 55 (380) + S5 *) <100 85 > 100 160
A/ SA 516 Grade 60 (415) + S5 *) <100 90 > 100 165
A/ SA 516 Grade 65 (450) + S5 *) <100 102 > 100 177
A/ SA 516 Grade 70 (485) + S5 *) <100 109 > 100 184
A/SA537Class 1 < 80 92 >80 167
A/ SA 537 Class 1 + S5 *) < 80 159 >80 234

*) Option S5 made to ASTM A 20 / ASME SA 20 Table A 1.15 e.g. 2.15 (longitudinal samples)

The showed upcharges apply to this conventional execution. In case of testing

on transverse test specimens, on stress-relieved test specimens and/or in case

of increased requirements on notched-bar impact work, the special arrangements
have to be considered in each case and the resulted upcharges have to be agreed.

Testing included:
One tensile test on each rolled plate and, in the case of Option S5,
one notched-bar impact test Certification : 3.1

Heavy plate steel price list GTS Industries SA
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2.4 Steels for case hardening and tempering and quen  ching
24.1 Unalloyed steels for quenching and tempering made to EN 10083-2, normalized (+N)*)
Steel name Steel number D|r.nen3|on.range 1 Dlmensmn.range 2
Thickness in mm Thickness in mm
C22E+N 1.1151+N <150 58 +) > 150 133 +)
C35E+N 1.1181+N <150 65 +) > 150 140 +)
C40E+N 1.1186+N <150 70 +) > 150 145 +)
C45E+N 1.1191+N <130 75 +) > 130 150 +)
C50E+N 1.1206+N <130 80 +) > 130 155 +)
C55E+N 1.1203+N <130 83 +) > 130 158 +)
C60E+N 1.1221+N <130 90 +) > 130 165 +)
*) Discount when the plate is ordered
as unalloyed (+U) -8 -8
Testing included:
Details of the melt analysis for all steel types Certification : 2.2
2.4.2 Alloyed steels for quenching and tempering made to EN 10083-3, normalized (+N)
Steel name Steel number D|r_nenS|0n_range 1 D|r_nenS|on_range 2
Thickness in mm Thickness in mm
25CrMo4+N 1.7218+N <100 345 +) > 100 420 +)
34CrMo4+N 1.7220+N <100 345 +) > 100 420 +)
42CrMo4+N 1.7225+N <100 345 +) > 100 420 +)
50CrMo4+N 1.7228+N <100 345 +) > 100 420 +)
51CrV4+N 1.8159+N <100 335 +) > 100 410 +)
Testing included:
Details of the melt analysis for all steel grades Certification : 2.2
Heavy plate steel price list GTS Industries SA
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243 Unalloyed and alloyed case hardening steels  made to EN 10084

Steel name Steel number Dimension range 1 Dimension range 2

Thickness in mm Thickness in mm

C10E 11121 <150 43 +) > 150 118 +)

C15E 1.1141 <150 43 +) > 150 118 +)

C16E 1.1148 <150 47 +) > 150 122 +)

16MnCr5 1.7131 <130 239 +) > 130 314 +)

20MnCr5 1.7147 <130 244 +) > 130 319 +)

Testing included:

Details of the melt analysis for all steel grades Certification : 2.2
2.5 Steels for cold forming
25.1 Steels for cold forming made to EN 10149-2, thermomechanically rolled

Steel name Steel number

S355MC 1.0976 <20 mm 83

S420MC 1.0980 <20 mm 143

S460MC 1.0982 <20 mm 188

S500MC 1.0984 <16 mm 253

S550MC 1.0986 <16 mm 285

S600MC 1.8969 <16 mm 300

S700MC 1.8974 <16 mm 330

Testing included:

One tensile test and one bending test per melt Certification : 3.1
25.2 Steel for cold forming made to DH-GTS specifications

Steel name Steel number

DISAFE 100 1.0986 298

Testing included:

One tensile test and one notched-bar impact test per melt Certification : 3.1
253 Steels for cold forming made to EN 10149-3, normalized/normalizing rolled

Steel name Steel number

S260NC 1.0971 <20 mm 53

S315NC 1.0973 <20 mm 80

S355NC 1.0977 <20 mm 83

S420NC 1.0981 <20 mm 143

Testing included:
One tensile test and one notched-bar impact test per melt Certification : 3.1

Heavy plate steel price list GTS Industries SA
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2.6 Wear-resistant steels
2.6.1 Unalloyed wear-resistant steels made to DH-GTS specification
Steel number
DILLIDUR 275 C 1.5085 300
DILLIDUR 275 SFX 1.5085 on request

Testing included:
One hardness test (HB) per melt

Certification : 3.1

2.6.2 Air-hardened wear-resistant steels made to DH-GTS Material Data Sheet specification

Steel number

DILLIDUR 250 L 1.8702 170 +)
DILLIDUR 325 L 1.8705 238 +)

Testing included:
One hardness test (HB) per melt

Certification : 3.1

2.6.3 Water-hardened wear-resistant steels made to DH-GTS Material Data Sheet specification

Steel number Dimension range 1
Thickness in mm

DILLIDUR 400 V 1.8715 <100 381 +)
DILLIDUR 450 V 1.8720 <100 455 +)
DILLIDUR 500 V 1.8721 <100 503 +)

Testing included:
One hardness test (HB) per melt

Heavy plate steel price list

Dimension range 2
Thickness in mm

> 100 on request
> 100 on request
> 100 on request

Certification : 3.1

GTS Industries SA
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2.7.

2.7.1.

2.7.2.

2.7.3.

Multiple grades

Structural steels according to EN 10025-2 and to requirements of classification societies

Short designation Dimension range 1 Dimension range 2
thickness mm thickness mm

S235JR /A <50 33 >50 on request

Inspections carried out:

Per cast a tensile test Document: 3.1/3.2

S355J2+N / DH36 <60 98 > 60 on request

Inspections carried out:

Per cast a tensile test and a notch impact test Document: 3.1/3.2

Steels for pressure vessels according to EN 10028-2/3 and ASTM (ASME) standards

P275NL1/ P275NH / P265GH / A(SA)516-60 <90 124 >90 199

Inspections carried out:
Per rolling plate a tensile test and a notch impact test
in transverse direction at -20 and -40 C each

P275NL1 / P275NH / P265GH / A(SA)516-60+S5 <90 128 >90

Inspections carried out:

Per rolling plate a tensile test and a notch impact test

in transverse direction at -20 und -40 € each and a notch impact test
in longitudinal direction

Steels for pressure vessels according to EN 10028-3 and ASTM (ASME) standards
P355NL1 / P355NH / A(SA)516-70 <90 141 >90

Inspections carried out:
Per rolling plate a tensile test and a notch impact test
in transverse direction at -20 and -40 € each

P355NL1 / P355NH / A(SA)516-70+S5 <90 145 >90

Inspections carried out:
Per rolling plate a tensile test and a notch impact test
in transverse direction at -20 and -40 € each and a notch impact test in longitudinal direction

Heavy plate steel price list

Document: 3.1

203

Document: 3.1

216

Document: 3.1

220

Document: 3.1
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2.7.4. Steels for pressure vessels according to EN 10028-2 and ASTM (ASME) standards
Short designation Dimension range 1 Dimension range 2
thickness mm thickness mm
13CrMo4-5 / A(SA)387-12-2 <80 309 +) >80 384 +)

Inspections carried out:
Per rolling plate a tensile test and a notch impact test in transverse direction Document: 3.1

Comments on option S5: q.v. paragraph 2.3.9

Heavy plate steel price list GTS Industries SA
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Surcharges for higher mechanical values
The following surcharges will be applied to the quality upcharges for structural steels , normalized/normalizing-rolled or

thermomechanically rolled fine-grained structural s teels, as well as high-temperature steels , when higher
mechanical values than those listed in the current standards are agreed upon:

-Tensile strength at ambient temperature
per 10 MPa higher minimum tensile strength 2.50

-Tensile yield strength at ambient temperature

Steels with a minimum tensile yield point at ambient temperature
up to 275 MPa: per 10 MPa greater minimum tensile yield point 1.25

Steels with a minimum tensile yield point at ambient temperature
above 275 to 355 MPa: per 10 MPa greater minimum tensile yield point 2.50

Steels with a minimum tensile yield point at ambient temperature
above 355 to 420 MPa: per 10 MPa greater minimum tensile yield point 10.00

Steels with a minimum tensile yield point at ambient temperature
above 420 to MPa: per 10 MPa greater minimum tensile yield point 12.50
- Tensile yield point at elevated temperature

Steels with a minimum tensile yield point at elevated temperature
up to 300 MPa: per 10 MPa greater minimum tensile yield point 15.00

Steels with a minimum tensile yield point at elevated temperature
above 300 MPa: per 10 MPa greater minimum tensile yield point 30.00

- Impact strength and testing temperatures for Charpy-V samples

per 4J greater minimum impact strength 2.50
per 5 T lower testing temperature at temperatures up to —20 T 125
at temperatures below —20 to —30 C 3.75
at temperatures below —-30to -50 T 5.00
at temperatures below -50to —-60 T 12.50
For steels not mentioned above on request

1 MPa = 1 N/mm?

Heavy plate steel price list GTS Industries SA
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All prices are in EURO per 1000 kg (EUR per ton)

3 Upcharges by dimension
3.1 Thickness / Width
Width 800 1100 1551 2051 2501 3001 4001 4401 4701
mm
< < < < < < < < <
Thickness
mm 1100 1550 2050 2500 3000 4000 4400 4700 5200
5 < 6 on on
request | request
6 < 7 117 107 122 157
7 < 8 89 69 56 63 99
8 < 10 66 46 36 43 69 134
10 < 12 51 36 25 25 46 109 159 189
12 < 15 43 28 20 20 36 96 146 176
> 15 < 40 36 23 15 15 30 88 136 166
> 40 < 80 139 56 43 36 36 53 111 156 187
> 80 < 120 161 79 66 56 56 76 134 187 217
> 120 < 150 189 107 91 81 81 182 242 287 327
> 150 < 200 217 135 119 109 109 209 270 328 368
> 200 < 250 243 162 150 142 147 245 313
> 250 < 300 263 183 170 162 168 265
> 300 < 350 283 203 190 183 188 265
> 350 < 440 304 223 211 203 208 265
3.2 Thickness / Length
Thickness
mm 6 < 7 7 < 40 > 40
Length
mm
2000 < 4000 18 13 20
4000 < 12000 8 3 10
> 12000 < 16000 18 3 20
> 16000 < 20000 18 13 20
> 20000 < 25000 33 28 36
> 25000 on request
Heavy plate steel price list GTS Industries SA
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3.3 Plate weight
Plate weight t
> 21 < 25 56
> 25 < 30 71
> 30 < 36 122
> 36 < 40 247
> 40 273
3.4 Flatness / Leveling
-Standard flatness according to EN 10029, Tab. 4 no charge
-Special flatness according to EN 10029, Tab. 5
Invoice of the following minimum upcharges
Width
mm <3200 > 3200 < 4000 > 4000 < 4500
Thickness
mm
6 < 8 30
8 =< 10 20 46

> 10 < 20 20 46 51

> 20 < 80 25 46

> 80 < 200 46 51
Other dimensional combinations on request

Upcharge for plates with minimum tensile yield point
> 460 N/mm? (relative to the lowest thickness range)

additional charge

and/or quenched or tempered steels 15
Heavy plate steel price list GTS Industries SA
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All prices in EURO per 1000 kg (EUR per ton)

Heavy plate steel price list

4 Upcharge for ultrasonic testing
FLP+
Type of test RZP FLP FLP + RZP FLP FLP + RZP FLP RZP
EN 10160 El |E2| ES3 | E4 | S1 |S1+E1| S1+E2 | S1+E3 | S1+E4 | S2 | S2+E2 | S2+E3 | S2+E4| S3 S3+E4
defect class
Previous delivery
defect class 3 2 1 0 3 3+3 3+2 3+1 3+0 1 1+2 1+1 1+0 0 0+0
SELO072
Inspection R fi i di dditional charge f 0 : /
volume ange of inspections according to EN 10160 — additional charge for 100% FLP: 20 EUR/t
Thickness in
mm *)
< 40|10 (15| 30| 50| 15 18 25 40 60 35| 40 45 70 75 90
> 40 < 80|15|25| 40| 70| 20 25 40 50 70 45| 55 65 80 85 | 110
> 80 < 150|25 |40 | 70|120]| 35 40 70 90 125 60| 85 110 140 | 150 | 170
> 150 < 200| 30 |60 | 100|140| 50 70 90 120 170 | 110| 130 150 190 | 210 | 240
> 200 on request
RZP = Edge testing FLP = Surface testing
*) Thicknesses according to EN 10160: 6 bis 200 mm
EN 10160 corresponds from additional charge to the following standards and classes:
S1+E1 SEL 072 KI. 3, NF A 04-305 KI. A, BS 5996 B4E1, EU 160 KI. A, A435, A578 Level A und B
S2+E3 SEL 072 KI. 1, NF A 04-305 KI. B, BS 5996 B6E3, EU 160 KI. B, A 578 Level C
S3+E4 SEL 072 KI. 0, NF A 04-305 KI. C, BS 5996 B7E4, EU 160 KI. C
Additional upcharge for inspection in the presence of or by parties other than Dillinger personnel 75
Other, more rigorous ultrasonic testing on request

GTS Industries SA

AG der Dillinger Huttenwerke

01.01.2008
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All prices in EURO per 1000 kg (EUR per ton)

Upcharges for reduction of through area

perpendicular to plate surface

Verification according to EN 10164%),

necessary ultrasonic testing according to EN 10164 after EN 10160 S1 will be calculated as per

point 4.

Plate thicknesses 15 to 400 mm.
Steel types with minimum tensile yield points up to 960 MPa

*) Only for steels for which a minimum reduction of through area perpendicular to plate surface is technically
feasible; thicknesses < 15 and > 250 mm only by agreement.

Aditional charges for steel grades with minimum yie

Id strenght to 500 MPa

Thickness in mm

Steel designation

Z15 Z25 Z35
15 < 80 30 60 85
> 80 < 120 45 75 105
> 120 < 150 55 85 115
> 150 < 200 65 110 140
> 200 < 250 85 145 175
> 250 on request
The price surcharges include testing in the plate thickness direction according to Table 2
of the standard EN 10164 (1 set consists of 3 individual samples)
Further tests are charged additionally as follows:
test on each rolled plate 15
Additional charges for steel grades with minimum vyi eld strenght above 500 MPa on request

Heavy plate

steel price list
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All prices in EURO per 1000 kg (EUR per ton)

6 Upcharges for minimum quantity orders/
Volume discounts per order

Quantity in tons

under 2,5 not available
25 tolessthan 3 200
3 tolessthan 5 100
5 to less than 10 20

The above amounts refer to the theoretically calculated quantity specified in a single order that can be delivered
at a single time to a single destination, and where the order's dimensions, grade, inspection and all other
specifications are identical.

Heavy plate steel price list GTS Industries SA
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All prices in EURO per 1000 kg (EUR per ton)

7 Alloying upcharges/discounts
Scrap-price upcharges/discounts
7.1 Alloying upcharges/discounts

Surcharges valid for deliveries from January 1% 2012

2.1.2 - 2.1.4 Fine-grain structural steel s for steel
construction

Steel number

S420N 1.8902 58
S460N 1.8901 87
S420NL 1.8912 58
S460NL 1.8903 87
S420M 1.8825 58
S460M 1.8827 87
S420ML 1.8836 58
S460ML 1.8838 87
DI-MC460B 1.8827 87
DI-MC460T 1.8838 87
DI-MC550 87
2.1.5 Weathering -resistant (“patinable”) steels
S235J2W, S235J2W +N
DIWETEN 235 1.8961, 1.8961 +N 80
S355J2W, S355J2W +N 1.8965, 1.8965 +N 122
S355K2W, S355K2W +N
DIWETEN 355 1.8967, 1.8967 +N 122
2.1.6 — 2.1.7 High -strength fine -grained structural steels
S460QL 1.8906 110
S500QL DILLIMAX 500 T 1.8909 110
S550QL DILLIMAX 550 T 1.8926 122
S620QL 1.8927 122
S690QL DILLIMAX 690 T 1.8928 122
S890QL DILLIMAX 890 T 1.8983 295
S960QL DILLIMAX 965 T 1.8933 295
S460QL1 1.8916 110
S500QL1 DILLIMAX 500 E 1.8984 110
S550QL1 DILLIMAX 550 E 1.8986 122
S620QL1 1.8987 122
S690QL1 DILLIMAX 690 E 1.8988 122
S890QL1 DILLIMAX 890 E 1.8925 295
DILLIMAX 1100 1.8942 367
Heavy plate steel price list GTS Industries SA
AG der Dillinger Huttenwerke 01.01.2012 Revision 16 Page 7.1



&

2.3.2 - 2.3.3 Alloyed high-temperature steels Steel number

16Mo3 1.5415 60
18MnMo4-5 1.5414 106
13CrMo4-5 1.7335 116
13CrMoSi5-5 1.7336 132
10CrMo9-10 1.7380 240
12CrMo09-10 1.7375 240
13CrMoV9-10 1.7703 260
12CrMoV12-10 1.7767 270
15NiCuMoNb5-6-4 DIWA 373 1.6368 237
20MnMoNi4-5 DIWA 393 1.6311 190
DIWA 353 1.8807 177

2.3.4 - 2.3.5 Fine-grain structural steels for pres  sure vessels

P460NH 1.8935 87
P460NL1 1.8915 87
P460NL2 1.8918 87
StE380 1.8900 30
StE420 1.8902 58
WSE380 1.8930 30
WStE420 1.8932 58
TStE380 1.8910 30
TStE420 1.8912 58
EStE380 1.8911 30
EStE420 1.8913 58

2.3.6 Fine-grain structural steels for tank cars/ta  nk containers

DILLINAL 460/630 N 1.8905 87
DILLINAL 460/630 NL 1.8915 87
P400NGJ2 58
P4A00ONGJ4 58
P440NJ4 87
P460NJ2 87

2.3.7 Low-temperature steels

11MnNi5-3/ DT29 1.6212 80
13MnNi6-3 / DT36 1.6217 84
12Ni14 1.5637 493
X12Ni5 (12Ni19) 1.5680 703
X8Ni9+NT640 1.5662 + NT640 1313
X8Ni9+QT640 1.5662 + QT640 1313
X8Ni9+QT680 1.5662 + QT680 1313
X7Ni9 1.5663 1310
Heavy plate steel price list GTS Industries SA
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2.3.9 Pressure vessel steels made to ASTM standards Steel number

A 387-11 Class 2 132
A 387-12 Class 2 123
A 387-22 Class 2 240

2.4.2 Alloyed steels for quenching and tempering

25CrMo4 1.7218 65
34CrMo4 1.7220 65
42CrMo4 1.7225 65
50CrMo4 1.7228 65
51Crv4 1.8159 31

2.4.3 Alloyed case-hardened steels

16MnCr5 1.7131 17
20MnCr5 1.7147 20

2.6.2 Air-hardened wear-resistant steels

DILLIDUR 250 L 1.8702 15
DILLIDUR 325 L 1.8705 159

2.6.3 Water-hardened wear-resistant steels

DILLIDUR 400 V 1.8715 122
DILLIDUR 450 V 1.8720 122
DILLIDUR 500 V 1.8721 122

2.7.4 Pressure-vessel steels

13CrMo4-5 / A(SA)387-12-2 123
7.2 Scrap-price upcharges/discounts
Surcharge valid for deliveries from January 1% 2012 227

2.3.2 - 2.3.3 Alloyed high-temperature steels

16Mo3 1.5415
18MnMo4-5 1.5414
13CrMo4-5 1.7335
13CrMoSi5-5 1.7336
10CrMo9-10 1.7380
12CrMo9-10 1.7375
13CrMoV9-10 1.7703
12CrMoV12-10 1.7767
15NiCuMoNb5-6-4 DIWA 373 1.6368
20MnMoNi4-5 DIWA 393 1.6311
DIWA 353 1.8807
Heavy plate steel price list GTS Industries SA
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2.3.7 Low-temperature steels Steel number
11MnNi5-3 / DT29 1.6212
13MnNi6-3 / DT36 1.6217
12Ni14 1.5637
X12Ni5 (12Nil19) 1.5680
X8Ni9+NT640 1.5662 + NT640
X8Ni9+QT640 1.5662 + QT640
X8Ni9+QT680 1.5662 + QT680
X7Ni9 1.5663

2.3.9 Pressure vessel steels made to ASTM Standards

A 387-11 Class 2
A 387-12 Class 2
A 387-22 Class 2

2.4.1 Unalloyed steels for quenching and tempering

C22E+N 1.1151
C35E+N 1.1181
C40E+N 1.1186
CA5E+N 1.1191
C50E+N 1.1206
C55E+N 1.1203
C60E+N 1.1221

2.4.2 Alloyed steels for quenching and tempering

25CrMo4+N 1.7218
34CrMo4+N 1.7220
42CrMo4+N 1.7225
50CrMo4+N 1.7228
51CrV4+N 1.8159

2.4.3 Unalloyed case-hardening steels

C10E 1.1121
C15E 1.1141
C16E 1.1148
16MnCr5 1.7131
20MnCr5 1.7147

2.7.4 Stahle fur Druckbehalter

13CrMo4-5 / A(SA)387-12-2

Heavy plate steel price list GTS Industries SA
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All prices in EURO per 1000 kg (EUR per ton)

Upcharges for test certification and inspection

8.1

8.2

8.3

Heavy plate steel price list

The inspection take place only in the supplier's works.

cl?r%z?ratlon of compliance with the according to EN 10204-2.1

Test report according to EN 10204-2.2
Heat analysis statement

Heat analysis and mechanical properties statement

Inspection certificate according to EN 10204-3.1 or
Inspection certificate according to EN 10204-3.2

per lot or melt

per rolled plate (for steel types where testing each rolled plate is not requisite for the steel
grade or where this test is not already included in the quality upcharge).

In the case of multiple inspection  the rates shown above are charged for each inspection.

When the cost of inspection is already included in the upcharge for a grade, the inspection charge
is charged only from the second inspection company and onward.

The aforementioned charges are applied on each individual consignment comprised of only one
grade®), for delivery to one destination.

*)  Each different steel name represents one quality. Steels with the same name but
different treatment conditions (non-annealed or annealed) should not be considered
different grades.

U marking and CE marking

Some structural steel grades may be delivered with "U"-marking if required in the order, see the
applicable Customer Information.

Within the framework of the UH-/UHP procedure — Bauregelliste A (Building rules list A) — no
special charge is applied.

Upcharge for the UZ procedure (within the framework of construction rules) *)

*) Concern S690 QL1 (DILLIMAX 690 E) <50 mm
In compliance with the provisions of the EU Construction Products Directive for steel grades

according to EN 10025 part 2-6 a delivery with CE marking is possible if agreed upon in the
order, see our Customer Information.

If CE marking is ordered we charge

15

GTS Industries SA
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8.4

8.5

8.6

8.7

8.8

Heavy plate steel price list

NF label and CE marking

For deliveries asking for the NF-Label we charge 2

(A simultaneous CE-marking is included in the NF-upcharge for steel grades acc. to
EN 10025 part 2-6.)

Inspection company fees

Where plates covered by inspection regulations are delivered, the inspection company fees are
in all cases charged to the customer.

The customer must ensure that we are authorized to commission the inspection company
selected by the customer on behalf and at the expense of the customer’s customer. If not

otherwise agreed, this authorization is considered granted when an inspection company
is selected in the customer’s order.

Upcharges for multiple certifications

a) Inspection per lot or melt

- Double certification 9
- Triple certification 13
- Additionally, for each additional certification 4

b) Inspection per plate

- Double certification 13
- Triple certification 21
- Additionally, for each additional certification 8

The charges listed above consist of a base charge of EUR 5 per ton, as well as an additional
charge of EUR 4 per ton for each additional steel grade for testing by lot or melt, and EUR 8
per ton for testing by plate.

In general, the quality upcharge of the highest st  eel grade is applied, plus charges where
applicable for further costs.

Documentation

Where documentation is required that exceeds the normal delivery standard, the charges invoiced
will reflect actual costs.

on request

Personal inspection charges for shipbuilding mat erial

see item 12

AG der Dillinger Huttenwerke
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All prices in EURO per 1000 kg (EUR per ton)

9 Upcharges for special testing

when not included in the quality upcharge

- Tensile test per lot
per rolled plate 4
- Hot tensile test per lot 6
on
per rolled plate request
- Bending test per lot 1
per rolled plate 3
- Weld bead bend test according to SEP 1390
< 50 mm plate thickness 15
> 50 < 100mm plate thickness 30
> 100 < 150 mm plate thickness 63
> 150 < 200 mm plate thickness 89
> 200 < 250mm plate thickness 127
- Weld bend test per lot 4
- Weld tensile test per lot 5
- Determination of hardness (Brinell Test) per lot
per rolled plate 4
- Notched-bar impact test
Sample set consists of 3 individual samples in a single
sample form at one temperature and test direction
a) not aged per lot
per rolled plate 4
b) aged per lot
per rolled plate
c) Verification of resistance to aging
according to SEW 012 per lot 5
per rolled plate 11
-Assessments within the framework of the notched-bar impact test
a) of the ductile fracture component
b) of lateral expansion
c¢) both values (a+b)
d) KBZ transition curve per lot
(as arule, consists of 6 KBZ samples) 6
per rolled plate 24
Heavy plate steel price list GTS Industries SA
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Pellini drop-weight test
a) with verification of temperature
b) with verification of NDT

- Drop-weight-tear test (DWTT)

- Examination of structure

a) Macro

b) Micro

Determination of grain size

a) Primary

b) Delivered condition

- Determination of degree of purity

- Baumann print

Testing of deep etching

- Testing of decarbonization

- Corrosion test according to DIN 50915

- End quench test (Jominy)

- Chemical composition

per lot 25
per lot 76
per lot 8
per lot
per rolled plate 4
per lot

per rolled plate

per lot 8
per rolled plate 12
per lot 3
per rolled plate 6
per lot 6
per lot 2
per lot 2
per lot 2
per lot 3
per lot 8

a) Product analysis for elements specified in standards and delivery

conditions, but limited to:
C, Si,Mn, P, S, Al, N, Cr, Mo,
Ni, Cu, Nb, V, Ti, Sn, As, B

each additional element

b) Determination of carbon equivalent

- Stress-relief annealing of sample sections

a) per rolled plate

b) per melt

Heavy plate steel price list

per lot

per rolled plate

on
request
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All prices in EURO per 1000 kg (EUR per ton)

10 Upcharges for shot blasting and priming

Thickness in mm

5 < 6

6 <

7 <

8 < 10

10 < 12

12 < 15
> 15 < 40
> 40 < 80
> 80 < 200
Upcharges apply to:

- widths from 1000 to
- lengths from 3000 to
- plate weights up to

weight/meter u

The upcharges include:

- steel shot blasting of both sides, degree of descaling up to SA 2 %2

of ISO 8501-1"

- priming of both sides with PVB-based primer, with two-component iron oxide

pto

4500 mm
36000 mm
22000 kg
3700 kg

in an epoxy base, or with zinc silicate.

Prices are subject to the following discount:

- for plates that are shot blasted but not primed, when shot blasted on both sides

These upcharges apply only to colors normally available from our works.

on request

88
70
60
54
45
36
25
20

- 20%

Dimensions, plate weights and weights per meter, as well as special treatments related to degree of surface
preparation, coating type, and coating thicknesses, not listed here are available only on request.

Heavy plate steel price list
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All prices in EURO per 1000 kg (EUR per ton)

11 Other upcharges/discounts

Vacuum treatment

Upcharge for requested vacuum treatment 25

Ingot casting

Upcharge for requested use of ingot casting 107

Heat treatment

Additional normalizing 30

Customarily normalized/normalized rolled steel in untreated condition *) -8

Customarily air-hardened steels in

- normalized condition *) -20
- untreated condition *) -28
- water-hardened condition 102

*) Without additional charge for heat treatment of samples necessary to
verify mechanical properties

Additional hardening (quench hardening in water and tempering) 122

Softening of flame-cutting edges 16

Flame cutting

Upcharge for requested flame cutting 10
Marking/Stamping

For requirements exceeding the guidelines of the standards and

conditions listed in this price list, charges invoiced will reflect actual costs

incurred.

Heavy plate steel price list GTS Industries SA
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Deliveries with special plate surface requirements
according to DH specification No. 34, OFL-Sichtbeton

Additional upcharges for special flatness and shot blasting (see item 3.4 und 10)

&

Surface standard B3 according to EN 10163

Profiled plates

Upcharges for steels with requirements for

- flanging

- enameling *)

- galvanizing *)

*)For steels suitable for these characteristics.

Charges invoiced reflect actual costs.

Carbon equivalent

IIW formula = C+ (Mn/6) + (Cr+Mo+V) /5 + (Ni+Cu) /15
for steel grades S355... made to EN 10025 or comparable

Limits on values for the heat analysis

IN

0.43
0.41

IN

Additional upcharge for assessment

Steels with other minimum yield-strength ranges

Suitability for laser or plasma cutting

Heavy plate steel price list

min.

100

on

request

on

request

18

15

10
30

on

request

on

request
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Limitation of sulfur content  (heat analysis)

< 0.010% 10
< 0.008 % 20
< 0.005% 30
< 0.003% 41
< 0.002 % 76

Details regarding level of reduction of through area

perpendicular to plate surface are excluded here.

Forwarding by truck
When the customer picks up (cf. page 14.1, item 5.1.2), additional

due to higher logistics and/or administrative expenses.

Covering 1
The use of disposable tarpaulins will be invoiced separately dipended on the dimension

Heavy plate steel price list GTS Industries SA
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All prices in EURO per 1000 kg (EUR per ton)

12 Personal inspection fees
for shipbuilding material

When a consignment requires personal inspection, the customer will in all cases bear the cost of all inspection

fees charged by inspection companies.

When inspection is performed by the following inspection companies, fees will be paid by us and then re-

invoiced to the customer:

for inspections by Germanischer Lloyd (GL) for

CCs BKI
GL BKR
KR CRS
NK PRS
RS RNR
Steel grade A, B, A 32, A 36, A 40 7.35 9.56
Steel grade D, D 32, D 36, D 40 8.01 10.41
Steel grade E, E 32, E 36, E 40 12.69 16.50
Steel grade F 32, F 36, F 40 14.69 19.10
Explanation of abbreviations
BKI Biro Klasifikasi Indonesia PRS Polski Rejestr Statkow
BKR Bulgarski Koraben Registar RINa Registro Italiano Navale
CCs China Classification Society RNR Registrul Naval Roman
CRS Croatian Register of Shipping RS Russian Maritime Register of
KR Korean Register of Shipping Shipping

NK Nippon Kaiji Kyokai

for inspections by American Bureau of Shipping (ABS)

Steel grade A
Steel grade A with additional Z samples
All other steel grades

Minimum amount per order EUR 271.00

Heavy plate steel price list

RINa

8.82

9.61

15.23

17.63

8.46
11.80
11.80
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for inspections by Bureau Veritas (BV)

Steel grade A, B, AH 6.66
with additional Z samples 9.99
Steel grade D, DH 7.77
with additional Z samples 11.66
Steel grade E, EH 11.10
with additional Z samples 16.65
Minimum amount per order EUR 83.25

for inspections by Det Norske Veritas (DNV)

Steel grade A B 7.02
D 9.72
A32,A36,A40,D32,D36,D40, E 10.80
E 32, E 36, E 40 11.88

for inspections by Lloyd's Register EMEA (LR)

Steel grade A-D 8.65
AH27 — DH40 10.11
EH27 — EH40 14.16
FH27 — FH69 15.50
Minimum amount per order EUR 197.00

In case of modification of the inspection costs shown above, the charges valid on the date of delivery will apply.

Where the customer specifies inspection of other steel grades or inspection by one or more other inspection
companies , we will apply for testing by the inspection companies on the customer’s behalf (or on behalf of the customer’s
customer, as the case may be). The personal inspection fees will be charged by the inspection companies to the customer
(or the customer’s customer) and are to be paid directly to the inspection company.

The customer must ensure that we are authorized to commission the inspection company selected by the customer on

behalf and at the expense of the customer’s customer. If not otherwise agreed, this authorization is considered granted
when an inspection company is selected in the customer’s order.

Heavy plate steel price list GTS Industries SA
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Delivery and payment conditions
valid as of 1 March 2010

General terms

Contract conditions

Except as otherwise provided, our sales, deliveries and
services, including mutually offsetting transactions, are
subject exclusively to the following terms and conditions.
Any terms and conditions for purchase of the Buyer's are
hereby excluded.

Our prices are subject to change without notice. All
verbal agreements require written confirmation.

Terms and conditions of payment

Payment shall be made in full, without deduction of
discounts, so that the full sum is at our disposal on the
date the payment falls due. They Buyer may offset only
claims that are uncontested or that are established as
legally valid; he shall have rights of retention only insofar
that they are based on the same contractual relationship.
If payment exceeds the payment due date, the legally
determined rate of interest will be applied.

If payment of our claim for payment is jeopardized by
subsequent events that lead to a substantial deterioration
of the Buyer’s financial position, we shall be entitled to
demand immediate payment, regardless of the term of
bills of exchange accepted in payment.

If the Buyer falls into arrears and appears to be in danger
of being unable to fulfill our claim for payment or if an
application to open insolvency proceedings will be made,
we shall be entitled to prohibit further processing of the
delivered merchandise, to repossess the merchandise,
and, if necessary, to enter the commercial establishment
of the Buyer and to remove the merchandise.
Repossession shall not constitute a termination of the
contract.

The Buyer may avoid the legal consequences described
in paragraphs 3 to 4 by offering security in the amount of
our jeopardized claim for payment.

The statutory provisions concerning default of payment
shall remain unaffected.

Securities

We shall be entitled to customary securities, adequate in
kind and size, for our claims, even if they are conditional
or limited in time.

. Reservation of title

We remain owner of the goods until the price and all
other sums owing by the Buyer to us are paid in full.

The Buyer shall immediately notify us of any seizure or
other interference with our righs by third parties.

If the value of the securities provided exceeds the
security claims by more than 10% in all, we shall be
obliged, at the Buyer's request to release securities at
our option.

Heavy plate steel price list

Place of performance and jurisdiction

The place of performance and jurisdiction for both
parties to the contract shall be Dillingen/Saar. We shall
also be entitled to pursue legal proceedings against the
Buyer at his general place of jurisdiction.

B. Execution of delivery

Deadlines and dates for delivery

Delivery deadline periods shall commence as of the
date stated in our confirmation of the order, but not prior
to complete clarification of all order details; the same
shall apply to dates of delivery.

If the Buyer fails to fulfill in due time any contractual
obligations - including associated or secondary
obligations — such as the opening of a letter of credit,
the procurement of domestic or foreign certificates, the
effecting of an advance payment, or the like, then we
shall be entitled to defer the deadline periods and dates
for delivery commensurately — without prejudice to our
rights arising from any default on the part of the Buyer —
in accordance with the requirements of our production
schedule.

The date of shipment ex works shall be definitive
regarding compliance with the periods and dates for
delivery. If, through no fault of our own, the
merchandise cannot be dispatched in due time, the
deadlines and dates for delivery shall be considered
complied with as of the date on which the merchandise
is reported ready for shipment, and the invoice
dispatched accordingly.

Dimensions, weights, and qualities

Deviations in dimensions, weights, and qualities shall be
acceptable within the limits of EN/DIN or of established
practice. Weights shall be determined on our calibrated
scales and shall be definitive for invoicing. Verification of
weight shall be given by presentation of the weight note.
Where it is not customary for items to be weighed
individually, the total weight of the consignment shall
apply in each case. Differences compared with the
calculated individual weights shall be apportioned among
them.

IIl. Shipment, packing and passing of risk

. We shall designate the forwarding agent or carrier.
. If loading or forwarding of the merchandise is delayed for

any reason for which the Buyer is responsible, we shall
be entitled, at the expense and risk of the Buyer, to store
the merchandise at our sole discretion, to take all
measures considered suitable for the preservation of the
merchandise, and to invoice the merchandise as
delivered. The same shall apply if merchandise
announced as ready for shipment is not picked up within
four days. The statutory provisions concerning default in
taking delivery shall remain unaffected.
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.In the event of

. Where customary, we shall deliver the merchandise

packed and protected against rust; costs shall be
charged to the Buyer. Packaging, protective materials
and transport materials are not returnable.

any damage occurring during
transportation, the Buyer must immediately arrange for
an assessment of the facts to be established by the
responsible bodies.

. Risk shall pass to the Buyer when the merchandise is

handed over to the forwarding agent or the carrier, but at
the latest when it leaves the works or the warehouse.

. Warranty

. The properties of our goods are described in material

data sheets or by reference to material data sheets;
agreement on the properties within the meaning of § 434
I 1 BGB (German Civil Code) is provided for in this
description. No guarantee for the properties within the
meaning of 88 442, 443 or 444 BGB is assumed in this
respect.

. The Buyer is to notify us immediately — in accordance

with the examination incumbent on him (8 377 HGB
[Commercial Code]) — of any material defects in the
goods supplied by us. In such a case the Buyer must,
without delay, allow us the opportunity to confirm the
defect, in particular by providing the goods complained of
or samples of said goods, if requested to do so.

If notification of a defective product is made immediately
and is justified, we will — as we see fit — either remedy the
defect or supply a fault-free product. Only if we fail to
comply with this obligation within an appropriate length of
time is the Buyer entitled to rescind the contract, reduce
the purchase price, or claim damages, in accordance
with the terms defined in Section C.

. The statute of limitations for claims due to defects in

movable goods is five years — subject to the settlements in
other agreements — for a movable good that has been
used as it normally is applied in a construction and which
causes the construction to be defective. The statute of
limitations in other cases is one year.

. When an agreed-upon inspection of the goods has been

performed, subsequent claims of defects that could have
been determined during the inspection of the goods is
excluded by law.

C. General limitation of liability

In the case of property damage and/or monetary damage
attributable to an exceeding of a deadline caused by us or
to a defect of our goods or to another violation of
obligations, we shall be liable for payment of compensation
if the damage is shown to be caused intentionally or
through gross negligence on our part. This does not apply
in cases where statutes hold that we are mandatorily to be
held liable.

Heavy plate steel price list

D. Miscellaneous

Export certificate

If a Buyer who is not a resident of the Federal Republic of
Germany (extra-territorial buyer), or his representative
agent, collects any merchandise and forwards or ships it
to a foreign country, the Buyer must furnish us with any
export certificate that may be required for tax purposes. If
such a certificate is not furnished, the Buyer shall pay the
rate of turnover tax on the invoice amount applicable to

deliveries executed within the Federal Republic of
Germany.

Applicable law
. The law of the Federal Republic of Germany is

exclusively applicable for all lawsuits between the Buyer
and us.

. The turnover tax regulations of the 6™ EC Directive in

the version in force at the time are valid for invoicing
deliveries from one EU member state to another, unless,
in accordance with the 6™ EC Directive, national law
prescribes a different regulation. Insofar as we are to
charge turnover tax, the purchaser shall pay the
respective turnover tax in addition to the agreed (net)
purchase price.

Additional conditions for contract work order S

The following supplements or restrictions are additionally
applicable for contract work orders:

. The Buyer must deliver the material to be processed as

well as all technical documents required for working the
material in good time and at the Buyer’'s own expense.

. The material to be worked must be sound and in

accordance with the stated values. It must be free from
defects that hinder or impede the finishing process; it
must have the additions that are normal for the
prospective finishing process.

. All additional costs and damages arising from the fact

that the material is not in accordance with item 2 (e.g.,
porosity, sand content, brittleness, hardness or other
conditions that increase working costs) shall be invoiced
separately. This is also applicable to additional costs and
damages due to erroneous technical documents (item 1).
If the material should be unusable for one of the above or
other reasons outside our responsibility, we shall have
the additional right to claim payment for the work we
have done up to detection of the defect.

. We will perform the accepted work with due care and

attention. We are not liable for damages or delays that
are attributable to defects in the material, errors in the
technical documents or other information, or to distortion
of the piece during or after machining.

In the case of justified notification of defects made in the
correct form and within the correct time period, we will
fulfill our responsibility exclusively through repairs. |If,
through our error, the material is made unusable, we will
then accept the costs incurred by us up to detection of
the defect. We are also prepared to accept the
replacement material to be worked, sent free of all
charges, in accordance with the conditions of this
agreement.

. Unless otherwise agreed, scraps, swarf, and other waste

become our property.
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General terms and conditions of sale
Valid as of 1 January 2005

Sale and delivery of our products shall be subject to the
general terms and conditions of sale listed hereinafter. Any
mutually offsetting transactions shall also be governed by
the following terms and conditions.

1.

3.2

3.3

3.4

3.5

3.6

51

Description of products:
for delivery

see program of products

Orders: see price per unit list
Price in general

Unless otherwise expressly indicated, all our prices
shall apply to metric tons (1 ton= 1000 kg).

The purchase price shall fall due for payment at the
latest on the 15" of the month following shipment ex
works.

If any charges or other costs of outside services
included in the price agreed change or are newly
generated, we shall be entitled and obliged to increase
or decrease prices accordingly.

When a final inspection/material test has been agreed
to, the Buyer shall bear the personal costs of
inspection; the costs of materials shall be calculated in
accordance with our price list. The final inspection shall
be executed in the deliverer’s works.

In cases where we obligate ourselves to meet a
Buyer’s request or order for which no price in our price
list exists, we reserve the right to arrange such a price
with the Buyer.

Any conflicting or contradictory conditions of the
Buyer’s are expressly rejected.

Price of materials

Prices and conditions in force at the time the contract
is concluded will apply. Personal inspection fees and
surcharges and discounts for scrap and alloy are
calculated in accordance with the conditions in force
on the day of delivery.

Method for determining prices and additional
prices for shipment

Sale with Dillingen or Dunkirk as freight base
point

We execute freight prepaid for

to station of destination

to consignee
to unloading dock

- rail transport:
- transport by truck:
- transport by ship:
- combined land and
water transport: to consignee
We charge the additional price ex freight base point

according to the freight costs published on the day of
shipment as follows:

Heavy plate steel price list

511

5.1.2
5121

5122

5123

For rail transport

The additional charge for the distance from the
freight base point to the station of destination shall
be calculated as follows:

a) For all freight quantities and all receiving
railway stations in the Federal Republic of
Germany, the charge is calculated on the

basis of the distance shown in the
“Entfernungswerk fur den
Eisenbahnguterverkehr” (Graded Distance

Schedule for German Rail Freight Traffic),
issued by DB Cargo AG, between the basing
point and the station of destination, as per the
“rail shipment” grading under point 15 of our
price list.

b) For all stations of destination outside the
Federal Republic of Germany, the charge is
calculated in accordance with the distance
shown in the “Uniform distance table for
international freight traffic (DIUM)” between
freight base point and the station of
destination, as per the “rail shipment” grading
under item 15 of our price list.

For transport by truck

The additional charge shall be calculated on the
basis of the distance between the freight base
point and the local rate area of the recipient’s
unloading site.

a) For all deliveries and all recipients within the
Federal Republic of Germany, on the basis
of the GFT distance of the kilometer grading
for truck transport, under point 15 of our
price list.

b)  For all other recipients, in accordance with
the distance resulting from the kilometer
grading for truck transport, under point 15 of
our price list, as shown in the “Uniform
distance table for international freight traffic
(DIUM)".

For shipment by truck the additional special charge

as stated in our price list shall be charged,; this shall

also apply in the case of collection.

If we have agreed to pick-up being made by the

recipient's own vehicles (company operated

transport), we calculate a customer-pick-up
surcharge in the amount of EUR 5 per ton for the
additional internal costs incurred by us.

For the definition of the place of shipment see

paragraph 6 below.
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5124

513

5.2
521

5.2.2

523

With the introduction of the Lorry toll starting from
the 1% of January 2005 for transports within
Germany, respectively Transit distances trough
Germany by free freight deliveries, a surcharge for
the distance related tolls for the use of the
motorways (in following Lorry toll) is being levied
(this according to table 15.5). The Lorry toll will be
calculated, next to the loads, with width and length
surcharges and will be shown separately. The
distance evaluation will proceed according to
5.1.2.1. For special vehicles, that are used from a
heavy plate width of 3.001 mm and/or a heavy
plate length of 15.000 mm, a double toll charge will
be levied.

For transport by ship

For transport by ship or combined land and water
transport the additional price will be calculated as
agreed.

Further costs of shipment

For cross-border deliveries to countries outside the
European Union (EU), we calculate EUR 1.02 per
ton for rail shipments and truck shipments as
reimbursement of fees and expenses incurred when
crossing the border.

Any further costs not already included in additional
charges (e.g., for shipment overlengths) shall be
charged separately.

The Buyer shall bear any additional costs arising
from the execution of delivery for which no
additional price has been agreed, unless we are
liable for such costs.

Heavy plate steel price list

53

7.1

7.2

Further shipment regulations

We are entitled to refuse to load any vehicles we
consider not suited for secure transportation of the
goods or those that lack satisfactory equipment to
protect the load.

Place of shipment for our deliveries:
Dillingen or Dunkirk

Taxes/duties/charges

For any sales within the Federal Republic of
Germany, we charge the turnover tax at its currently
valid rate, in addition to the purchase price.

Border-crossing shipment shall be executed duty
unpaid and untaxed. Where duties, taxes and other
charges are levied, these shall be paid by the
customer.

Special terms and conditions

In the case of three-cornered deals, chain
transactions and the like, in which not only the
Dillinger Huttenwerke and the Buyer, but also
further companies are involved, and which are
conducted on behalf of the customer on a cross-
border basis, the Buyer must comply with all
statutory provisions, such as tax identification
number, tax representative, etc., which are required
of the Buyer by the relevant countries for proper
administrative handling.

The Buyer shall likewise comply with all statutory
provisions for possible further export within EU/EEA
as well as outside the EU/EEA.
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15 Freight charges for prepaid delivery freight German market
15.1 Price surcharges for delivery by rail
Distance in Surcharge Distance in Surcharge
km per 20t km per 20 t
0-7 5,10 92-94 11,30

8-10 5,40 95 - 97 11,40
11-13 5,80 98 — 100 11,80
14 - 16 6,10 101 - 105 12,20
17 -19 6,50 106 — 110 12,30
20-22 6,90 111 -115 12,40
23 -25 7,20 116 - 120 12,50
26— 28 7,80 121 -125 12,60
29-31 8,20 126 — 130 12,70
32-34 8,60 131-135 12,80
35-37 9,00 136 — 140 13,10
38— 40 9,50 141 - 145 13,20
41 - 43 9,70 146 — 150 13,30
44 — 46 10,00 151 - 155 13,50
47 - 49 10,30 156 — 160 13,60
50 — 52 10,70 161 - 165 13,90
53-55 11,00 166 — 170 14,00
56 — 58 11,00 171 -175 14,20
59 -61 11,00 176 — 180 14,40
62 — 64 11,00 181 -185 14,50
65— 67 11,00 186 — 190 14,80
68 — 70 11,20 191 -195 15,10
71-73 11,20 196 — 200 15,30
74 -76 11,20 201 - 210 16,00
77 -79 11,20 211 -220 16,60
80 -82 11,20 221 -230 17,40
83-85 11,20 231 -240 18,10
86 — 88 11,20 241 - 250 18,90
89-01 11,30 251 - 260 19,50
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Price surcharges for delivery by rail

Bf

Dictance in Surchage Distance in Surchage
km per 20t km per 20t
261 -270 20,30 561 - 580 35,20
271 -280 21,00 581 — 600 36,00
281 -290 21,70 601 — 620 36,90
291 - 300 22,20 621 — 640 37,60
301 -310 22,40 641 — 660 38,60
311 -320 22,70 661 — 680 39,30
321 -330 23,00 681 — 700 40,10
331 -340 23,20 701-720 40,80
341 - 350 23,40 721 — 740 41,70
351 -360 23,80 741 —-760 42,30
361 -370 24,50 761 —-780 42,90
371-380 25,10 781 — 800 43,60
381 -390 25,50 801 —-820 44,10
391 - 400 26,10 821 -840 44,80
401 - 420 26,70 841 — 860 45,30
421 - 440 27,80 861 — 880 45,80
441 - 460 29,10 881 —900 46,40
461 - 480 30,30 901 —-920 47,00
481 - 500 31,30 921 — 940 47,60
501 - 520 32,60 941 — 960 48,30
521 - 540 33,50 961 — 980 48,90
541 — 560 34,20 981 — 1000 49,40
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15.2 Price surcharges for delivery by truck

Distance in Surcharge per
km 20t 21t 22t 23t 241 251 26t
0-6 3,63 3,54 3,44 3,38 3,28 3,25 3,22
7-8 4,03 3,93 3,82 3,75 3,64 3,60 3,57
9-10 4,44 4,32 4,20 4,12 4,00 3,97 3,93
11-12 4,71 4,58 4,46 4,37 4,25 4,21 4,16
13-14 4,97 4,84 4,71 4,62 4,49 4,45 4,40
15-16 5,38 5,23 5,09 5,00 4,85 4,81 4,76
17-18 5,65 5,50 5,35 5,25 5,10 5,05 5,00
19-20 5,91 5,76 5,60 5,50 5,34 5,29 5,23
21-22 6,18 6,02 5,86 5,75 5,58 5,53 5,47
23-24 6,45 6,28 6,11 6,00 5,82 5,77 5,71
25-26 6,59 6,41 6,24 6,12 5,95 5,89 5,83
27-28 6,72 6,54 6,36 6,25 6,07 6,01 5,95
29-30 6,85 6,67 6,49 6,37 6,18 6,12 6,06
31-35 6,99 6,80 6,62 6,50 6,31 6,25 6,19
36 - 40 7,26 7,07 6,87 6,75 6,55 6,49 6,42
41-45 7,53 7,33 7,13 7,00 6,80 6,73 6,66
46 - 50 7,93 7,72 7,51 7,37 7,16 7,09 7,02
51-55 8,47 8,24 8,02 7,87 7,64 7,57 7,49
56 - 60 9,01 8,77 8,53 8,37 8,13 8,05 7,97
61-65 9,41 9,16 8,91 8,74 8,49 8,41 8,33
66 - 70 9,81 9,55 9,29 9,12 8,86 8,77 8,68
71-75 10,22 9,95 9,67 9,49 9,22 9,13 9,04
76 -80 10,75 10,47 10,18 9,99 9,71 9,61 9,52
81-85 11,29 10,99 10,69 10,49 10,19 10,09 9,99
86 - 90 11,70 11,38 11,07 10,87 10,56 10,45 10,35
91-95 12,23 11,91 11,58 11,37 11,04 10,93 10,83
96 - 100 12,64 12,30 11,97 11,74 11,41 11,29 11,18
101-110 13,44 13,09 12,73 12,49 12,13 12,02 11,90
111-120 14,25 13,87 13,49 13,24 12,86 12,74 12,61
121-130 15,06 14,66 14,26 13,99 13,59 13,46 13,32
131-140 16,00 15,57 15,15 14,86 14,44 14,30 14,16
141 -150 16,80 16,36 15,91 15,61 15,17 15,02 14,87
151 -160 17,48 17,01 16,55 16,24 15,77 15,62 15,47
161-170 18,15 17,67 17,18 16,86 16,38 16,22 16,06
171-180 18,82 18,32 17,82 17,49 16,99 16,82 16,66
181 -190 19,63 19,11 18,58 18,24 17,72 17,54 17,37
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Price surcharges for delivery by truck

&

Distance in Surcharge per
km 20t 21t 22t 23t 24t 25t 26t
191 - 200 20,16 19,63 19,09 18,74 18,20 18,02 17,84
201-210 21,78 21,20 20,62 20,24 19,66 19,47 19,27
211 -220 22,45 21,85 21,26 20,86 20,26 20,07 19,87
221 -230 23,26 22,64 22,02 21,61 20,99 20,79 20,58
231-240 23,93 23,29 22,66 22,23 21,60 21,39 21,18
241 -250 24,61 23,95 23,30 22,86 22,21 21,99 21,78
251 - 260 25,27 24,60 23,93 23,48 22,81 22,59 22,37
261270 26,21 25,52 24,82 24,36 23,66 23,43 23,20
271 -280 26,89 26,17 25,46 24,98 24,27 24,03 23,79
281 -290 27,82 27,08 26,34 25,85 25,11 24,87 24,62
291 -300 28,50 27,74 26,99 26,48 25,72 25,47 25,22
301 -320 29,17 28,40 27,62 27,11 26,33 26,07 25,82
321 -340 29,84 29,05 28,26 27,73 26,94 26,67 26,41
341 -360 30,38 29,57 28,77 28,23 27,42 27,15 26,89
361 —380 31,32 30,49 29,65 29,10 28,27 27,99 27,71
381 —400 32,53 31,67 30,80 30,23 29,37 29,08 28,79
401 —420 34,01 33,11 32,21 31,60 30,70 30,40 30,10
421 -440 35,36 34,42 33,48 32,85 31,91 31,60 31,29
441 - 460 36,83 35,86 34,88 34,23 33,25 32,92 32,60
461 — 480 38,18 37,16 36,15 35,48 34,46 34,12 33,79
481 - 500 39,52 38,47 37,42 36,72 35,68 35,33 34,98
501 —520 40,87 39,78 38,70 37,97 36,89 36,53 36,17
521 -540 41,94 40,83 39,72 38,97 37,86 37,49 37,12
541 - 560 42,88 41,74 40,61 39,85 38,71 38,33 37,95
561 — 580 43,96 42,79 41,62 40,85 39,68 39,29 38,90
581 — 600 44,90 43,71 42,52 41,72 40,53 40,13 39,73
601 - 620 45,71 44,49 43,28 42,47 41,26 40,85 40,45
621 - 640 46,51 45,28 44,04 43,22 41,99 41,57 41,16
641 - 660 47,45 46,19 44,93 44,09 42,83 42,41 41,99
661 - 680 48,26 46,98 45,70 44,84 43,56 43,14 42,71
681 —700 49,07 47,77 46,47 45,60 44,30 43,86 43,43
701-720 49,87 48,55 47,23 46,34 45,02 44,58 44,14
721-740 50,81 49,47 48,12 47,22 45,87 45,42 44,97
741 -760 51,62 50,25 48,88 47,97 46,60 46,14 45,68
761 —780 52,43 51,04 49,64 48,72 47,32 46,86 46,40
781 —800 53,23 51,82 50,41 49,47 48,05 47,58 47,11
801 -850 54,18 52,74 51,30 50,34 48,90 48,42 47,94
851 —900 54,98 53,52 52,06 51,09 49,63 49,14 48,66
901 - 950 55,92 54,44 52,95 51,96 50,48 49,98 49,49
951 - 1000 57,27 55,75 54,23 53,21 51,69 51,19 50,68
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15.3 Delivery by rail
Surcharges for overlong/overwide flat products by pe rcent

Width in mm
2,501- 3,001 - 3,551 - 4,001 - 4,201 -
Length in mm 3,000 3,550 4,000 4,200 4,600 *
< 18,500 0 35 45 60 70
< 19,000 30 40 45 60 70
< 25,000 40 40 as agreed - -
> 25,001 as agreed as agreed as agreed - -

Conditions for use:

1. The surcharges are applied to the price surcharge and are based on the actual weight of the shipment.

2. The freight calculation weight is at least 25 tons by two-axle waggons, and 40 tons by four- and six-axle wagons
3. If special types of loading are necessary, the resulting costs will be charged additionally.

* according to the transport feasibility

15.4 Delivery by truck
Surcharges for overlong/overwide flat products by p ercent

Width in mm
to 3,001 - 3,601 - 4,201 - 4,701 - 5,001-
Length in mm 3,000 3,600 4,200 4,700 5,000 5,200
< 12,500 0 35 60 90 100 100
12,501 - 14,000 0 40 65 100 105 105
14,001 - 15,000 0 45 95 105 105 105
15,001 - 16,000 25 45 95 105 110 110
16,001 - 20,000 40 55 115 115 120 120
20,001 - 22,000 60 as agreed as agreed as agreed as agreed as agreed
> 22,000 as agreed as agreed as agreed as agreed as agreed as agreed
Conditions of Use:
1. The surcharges are applied to the price surcharge
and are based on the biggest dimension and on the actual weight of the shipment.
2. The freight calculation weight is at least 20 tons.
3. If special types of loading are necessary,
the resulting costs will be charged additionally.
4. Effective costs, such as accompanying vehicles, permits, and other
traffic-directing measures will be invoiced separately.
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155 Freight charge for using german motorways (lor  ry toll)
Distance in TOLL *) Distance in TOLL %)
km Euro/Vehicle Km Euro/Vehicle
0-6 0,00 211 - 220 34,80
7-8 0,00 221 - 230 36,50
9-10 0,00 231 - 240 38,10
11-12 0,00 241 - 250 39,70
13-14 0,00 251 - 260 41,30
15-16 0,00 261 - 270 42,90
17 -18 0,00 271 - 280 44,60
19-20 0,00 281 - 290 46,20
21-22 0,00 291 - 300 47,80
23-24 0,00 301 - 320 50,20
25-26 0,00 321 - 340 53,50
27 - 28 0,00 341 - 360 56,70
29-30 0,00 361 - 380 59,90
31-35 5,30 381 - 400 63,20
36 - 40 6,20 401 - 420 66,40
41 - 45 7,00 421 - 440 69,70
46 - 50 7,80 441 - 460 72,90
51-55 8,60 461 - 480 76,10
56 - 60 9,40 481 - 500 79,40
61-65 10,20 501 - 520 82,60
66 - 70 11,00 521 - 540 85,90
71-75 11,80 541 - 560 89,10
76 - 80 12,60 561 - 580 92,30
81-85 13,40 581 - 600 95,60
86 - 90 14,30 601 - 620 98,80
91-95 15,10 621 - 640 102,10
96 - 100 15,90 641 - 660 105,30
101 - 110 17,00 661 - 680 108,50
111 - 120 18,60 681 - 700 111,80
121 - 130 20,30 701 - 720 115,00
131 - 140 21,90 721 - 740 118,30
141 - 150 23,50 741 - 760 121,50
151 - 160 25,10 761 - 780 124,70
161 - 170 26,70 781 - 800 128,00
171 - 180 28,40 801 - 850 133,70
181 - 190 30,00 851 - 900 141,80
191 - 200 31,60 901 - 950 149,90
201 - 210 33,20 951 - 1000 158,00
*) according to the table 5.1.2.4 of our "General terms and conditions of sale"
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All prices in EURO per 1000 kg (EUR/t)

16 Freight charges for carriage-paid delivery French market

The freight charges will be charged at the rates and under the
conditions applicable on the day of delivery.

16.1 Freight charges, shipment by rail
Destination For calculation of charge e
Bantzenheim 45,0 27,00
Chalén sar Saone 55,0 34,00
Chateauneuf-sur-Loire 45,0 24,00
Creusot (Le) 45,0 33,00
Dunkerque 47,5 9,00
Fos 45,0 45,00
Kuntzig 45,0 15,50
Lorient 45,0 53,00
St. Nazaire 45,0 43,00
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16.2 Price surcharges for delivery by truck

Classification Classification
Distance I | I Distance I | I
km 23t%) km 23t%)

0-25 6,14 5,78 381 -390 27,70 24,45
26 - 40 7,20 6,71 391 - 400 28,27 24,95
41-55 8,27 7,65 401 - 410 28,85 25,45
56 - 70 9,38 8,54 411 -420 29,44 25,98
71-85 10,46 9,50 421 -430 30,02 26,48

86 — 100 11,56 10,55 431 — 440 30,59 26,99
101-120 13,32 11,93 441 - 450 31,16 27,51
121 -140 14,11 12,63 451 - 460 31,70 27,98
141 - 160 14,97 13,38 461 -470 32,20 28,43
161 -180 15,84 14,05 471 -480 32,73 28,89
181 - 199 16,67 14,74 481 — 490 33,23 29,32

200 18,04 15,92 491 — 500 33,74 29,77
201 - 205 18,29 16,15 501 - 520 34,51 30,45
206 — 210 18,53 16,36 521 -540 35,53 31,35
211 -215 18,79 16,58 541 - 560 36,56 32,26
216 — 220 19,03 16,81 561 — 580 37,56 33,15
221-225 19,29 17,02 581 - 600 38,60 34,05
226 — 230 19,54 17,24 601 - 620 39,63 34,96
231-235 19,78 17,48 621 — 640 40,63 35,86
236 — 240 20,04 17,68 641 — 660 41,65 36,77
241 - 245 20,29 17,90 661 - 680 42,68 37,65
246 - 250 20,56 18,13 681 - 700 43,69 38,56
251 -260 20,91 18,46 701-720 44,72 39,47
261-270 21,41 18,90 721-740 45,75 40,36
271-280 21,93 19,35 741 - 760 46,76 41,26
281 -290 22,43 19,78 761 -780 47,77 42,17
291 -300 22,91 20,24 781 - 800 48,81 43,06
301-310 23,41 20,67 801 — 820 49,81 43,97
311-320 23,93 21,11 821 — 840 50,83 44,85
321 -330 24,43 21,56 841 — 860 51,85 45,76
331-340 24,91 21,99 861 — 880 52,87 46,65
341 -350 25,43 22,45 881 — 900 53,87 47,54
351 -360 25,98 22,91 901 — 920 54,89 48,44
361 -370 26,56 23,41 921 -940 55,91 49,33
371 -380 27.12 23.94 941 - 960 56,02 50,23
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Freight charges, road shipment

Classification
Distance I I
km 23t%)
961 — 980 57,95 51,13
981 - 1000 58,95 52,02
1001 - 1050 60,72 53,59
1051 -1100 63,26 55,83
1101 - 1150 65,79 58,06
1151 - 1200 68,33 60,30
1201 - 1250 70,87 62,54
1251 - 1300 73,41 64,78
1301 - 1350 75,95 67,03
1351 - 1400 78,48 69,25

*) Minimum tonnage: 20 t

A charge of 5.1 % will be invoiced for shipments of 20t to 21.9t.

Shipments of 21.91 t to 23 t will be charged as for minimum weight 23 t.

Classification of shipments in accordance with Roman numerals | and Il is based
on the zone-classification of the place of destination in accordance with the stipulations
of the Comité National Routier.
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16.3 Shipment by rail

o

Surcharges for extra-long/extra-wide flat product, i n percent
Width in mm
2.800 - 3.101 - 3.301 -
<2.800 > 3.500
|ength in mm 3.100 3.300 3.500
< 12.500 0 10 40 100 tba
< 18.500 0 10 40 100 tba
< 25.000 10 20 tba tba tba
< 35.000 20 130 tba tba tba
= 35.000 tba tba tba tba tba
Terms of application:
1. The above surcharges will be applied to the freight charge and will be based on the largest dimension and the actual
weight of the shipment.
2. Costs for any special loading provisions will be charged additionally.

Tha = to be agreed

16.4 Road shipment

Surcharges for extra-long/extra-wide flat product, in percent
Width in mm
<2.500 < 3.000 < 3.500 <4.200 =4.200
Length in mm
< 13.000 0 45 110 125 )
< 15.000 0 45 110 125
tba
< 17.000 35 65 110 125 > min.
150
< 20.000 40 65 tba tba
= 20.000 tba tba tba tba )
Application of surcharges:
1. The above surcharges will be applied to the freight price charge and will be based on the largest dimension and the
actual weight of the shipment.
2. Costs for any special loading provisions will be charged additionally.
3. Costs incurred for escort vehicles, approvals and any other
traffic-management provisions, etc., will be charged separately.

Tha = to be agreed
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